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SCSI Cards

Xeon MP 3.0GHz-
4MB 346990-B21

Xeon MP 2.8GHz-
2MB 331004-B21

Xeon MP 2.7GHz-
2MB 346989-B21

SmartArray 6402/128

273915-B21

SmartArray 6404/256

273914-B21

SmartArray 641

291966-B21

SmartArray 642

291967-B21

64/133 Dual U320
268351-B21

64/66 Ultra3 Alt. OS
284688-B21

Xeon MP 2.5GHz-
1MB 331003-B21

Xeon MP 2.2GHz-

290563-B21

ECC SDRAM DIMM

4GB (2x2048ViB)
RAM 300682-B

2GB (2x1024MB)
RA 00680-B

AM 300680-B
1GB (2X512ViB)
RAM 300679-B
S12MB (2X256MB)
RAM 300678-B

Redundancy
K_H
Supply 267555-xx1

2

8
8

bl

2MB 346988-B21 Networking
/_/H
1MB 331002-B21 368169-B21
NC1020 Cu Gig PCI
353377-B21
Memory 313881-B21
PC2100 DDR NC7771 1000TX Gig

Fibre Channel
/_/H

FCA2214 2Gb PCI-X
281541-B21
FCA2214DC Dual 2Gb
321835-B21
FCA2404 2Gb PCI-X
305573-B21
FCA2404DC 2Gb Dual
323264-B21

Misc. Cards

RILOE Il Management
227251-xx1

Optical

Slim Line Drives

2 x U320 Universal
Hot-Swap Disk Bays

-

Up to 4 Xeon MP CPUs Memory expandable to
12.0GHz to 3.0GHz 12GB
CPU Memory % @
o O
32
1st CPU 3rd CPU jiifye]
=S
=
2nd CPU 4th CPU
Serverworks Chipset

U320 Disk/tape Slot
U320 Disk Slot

ProLiant DL560

ATI Video c=p—

Hard Drives

—
300GB 10K U320
Disk 350964-B22

146GB 10K U320
Disk 286716-B22
73GB 10K U320 Disk|
286714-B22
146GB 15K U320
Disk 347708-B22
73GB 15K U320 Disk|
286778-B22
36GB 15K U320 Disk|
286776-B22

Hot Plug Tape
/_/%

HP DAT 72 Hot Plug
Tape Drive Q1529A

y [EN
Gigabit LANs | I Two integrated NC7781

PCI-X Gigabit NICs

PS 5+ 550W Power Supply

Kbd/Mouse
Serial =
L 2xUSB
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All slots are
Non-Hot Plug
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ProLiant DL560 Server

/DL560 Models h

Part Number  Description

346921-xx1 DL560R01 Rack X3.0-4MB Cache, 1024MB, 2 Processor
346920-xx1 DL560R01 Rack X2.7-2MB Cache, 1024MB, 2 Processor
346919-xx1 DL560R01 Rack X2.2-2MB Cache, 1024MB, 1 Processor
246638-xx2 DL560R01 Rack X2.0-1MB Cache, 1024MB, 1 Processor

Note: 2 Processor models ship with both Power Supplies, 1 Processor

models ship with one power supply

Country Code Key

-001 us

-001 Australia
-031 UK

-201 Brazil

-371 APD

-421 Int'l, Europe,

Germany, France

-AAl PRC

A " proliant DL5G0

!

PCI-X 100 3
1 PCI-X 100 2
PCI-X 133

DL560

This Visual Solution Document is deemed to be
valid and accurate as of the date shown below.

The information contained herein is subject to change without notice
and is provided “as is” without warranty of any kind. Please consult the
Product QuickSpecs Documents on www.hp.com for any updates to the
product information contained herein after the date shown below.

g

invent

J

-

description:

author:

date:

page:

N

kVISUAL SOLUTION DOCUMENT

Visual Solution Document For ProLiant DL560 Server

VisioCafe.com

Jan 27, 2006

lofl




