CPU
QuadCore

DualCore

SingleCore

-

Memory

PC2-5300
DDR2-667 W/ECC

2GB RAM 450260-821

1GB RAM 450259-821
512MB RAM 450256-821

Misc. Cards

TOT00C
45513821

Hard Drive

NHP SATA NHP SAS
75068 3G 72K SATAMDL| | 45068 3G 15K SAS DP
HDD 462595-B21 ENT HDD 454234-B21

HDD 458941-B21

300GB 3G 15K SAS DP
ENT HDD 417950-B21

|5 500GB 3G 7.2K SATA MDL| |5

146GB 3G 15K SAS DP |

Removable

Optical Drives

Storage

Tape Drives Controller

SATA 16X DVD-ROM 447326-B21

SCSI Card
DAT 40 USB DW022A

$SC44Ge PCI-E Dual x4 SAS
416096-821

SC11Xe 64/133 Single U320
412911-821

ProLiant ML115 G5 Server Models

RAID Card

SmartArray E200/128 BBWC
411508-821

SATA DVD-RW 447328-821 DAT 72 USB DW026A
RDX Backup
StorageWorks RDX500
‘ 500GB AJ934A ‘ ‘ DAT 160 SAS Q1587A ‘
StorageWorks RDX320
320GB APTGTA ‘ ‘ DAT 320 USB AJ830A
StorageWorks RDX160
‘ 160GB AP765A ‘ ‘ Ultrium 448 SAS DW085A ‘

DAT 72i SCSI Q15228

Communication

HP NC110T PCIE Gig 434905-B21

25068 3G 72K SATAMDL| |5
HDD 458939-821 ENT HDD 417855-821 HP NC360T PCI-E Dual Gig
412648821
16068 3G 7.2K SATAETY
s HP NC373T PCLE Gig Mult
HDD 45894 304791821
AMD Quad-Core Opteron or
Dual-Core Opteron or Athlon
or Single-Core Athion Memory expandable to
2.1GHz 1027 GHz 8GB
CPU Memory
Slot 1
Slot 2
Slot3
Slot4
NVIDIA NF
ProLiant ML115 G5
32MB Video ©
SATA 16X DVD-ROM Drive
Removable Media Bays
accept Tape Drives or GATR
optional Optical Drives LA
SATA or SAS LOf10 tion
Disk Slot
SATA or SAS
4 x SATA/SAS Non-Hot Plug Disk Sot
Hard Drives
SATA or SAS
Disk Slot
SATAor SAS 3 sl zlla
Disk Slot % g E‘ )‘(I’;
2 2|38
2 2188
5 YIRS
3 >
el [CPoversupy 7| —— 365W Power Supply

Built with the latest Logical shapes from the Visio Café - Download the latest HP Intel Stencils to get the shapes used above to create your own

All Slots are Non-Hot Plug

Part Number

SATA Models
570335-xx1

Description

ML115G5 02.2 DC-2MB Cache, 1G, 160GB, 4 Port SATA RAID, DVD-ROM

Visual Solution D

-001
-031
-051
-291
-421
-AB1

Country Code Key

NA -011  Australia
UK -041  Germany
France -201 Brazil
Japan 371 AP

Euro -AA1  PRC
Taiwan -AD1  Korea

uments - Feedback: il

This Visual Solution Document is deemed to be

valid and accurate as of the date shown below.
The information contained herein is subject to change without notice
and is provided “as is” without warranty of any kind. Please consult the

Product QuickSpecs Documents on www.hp.com for any updates to the
product information contained herein after the date shown below.
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