ProLiant DL580 Gen8 Server
- Pre-configured Models

High Performance Models

728544-xx1

DL580Gen8 Xeon E7-4890v2 (2.8GHz/8.0GT/15C/37.5MB) 4P,
Up to 4 Xeon 128GB-R, P830i/2GB FBWC, 10 SFF, 4x1500W HP PS

CPUSlot4 CPUSIot3 CPUSlot2 CPUSlot1 E7-4800v2 CPUs

1.9GHz to 3.4GHz 728546-xx1

DL580Gen8 Xeon E7-4850v2 (2.3GHz/7.2GT/12C/24MB) 4P,

128GB-R, P830i/2GB FBWC, 10 SFF, 4x1500W HP PS
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|| Memory expandable Base Models

t06TB 728547-xx1

DL580Gen8 Xeon E7-4809v2 (1.9GHz/6.4GT/6C/12MB) 2P,
64GB-R, P830i/2GB FBWC, 5 SFF, 2x1200W HP PS
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The information contained herein is subject to change without notice

and is provided “as is” without warranty of any kind. Please consult the
Product QuickSpecs Documents on www.hp.com for any updates to the

product information contained herein after the date shown below. invent
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CPU Drives Networkin Storage Controller Computation & :
d g Grap‘;’ﬁcs Ao ProLiant DL580 Gen8 Server
15-Core HP SAS HP SATA PCI-E RAID Card ' - Components
SFF SSD SFF SSD ‘ HP Ethernet 1Gb 4Port 331T ‘ ‘ SmartArray P430/2G FBWC 6Gb ‘ ‘ ‘
o ST 647594-821 1P Int SAS Ctl 698529821
L5, 155W 728955821 W W HP Ethernet 1Gb 2Port 332T SmartArray P430/4G FBWC 6Gb NVIDIA GRID K2 Dual GPU PCle
615732821 1P Int SAS Cil698530-821 729851821
Yeon E7488002 HP Ethernet 1Gb 2Port 3617 STENATeyPASIZG EBWO A
v, 130W728957-821 = P431/4G FBWC 6Gb
Core HP Elherg;; ;ggg 22:;0" 530T 2P Ext SAS Ctl 698532-821 NVIDIA Tesla Kégf 12GB 753%0-
? S . T
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- = 11651621 SW 82E 8Gb Dual PCl-¢ AJ7638 D
12-Core LIEISES
SFF HDD HP StoreFabric SN1100E 16Gb
TR :
0 266H/12c/30MB/ HP StoreFabric SN1100E 16Gb
T30 T28963.821 2Port FC HBA CBR39A
SW 81Q 8Gb PCHE AK344A
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0 23GHz/12c/24MB/ 8 51z ENT HOD 748387821 o s
: - : etworking
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2, 130 728961821 TR SRS HStorchabic. SAMOt0O\eeH
700G HHHL FE PCle 708030- 2Port FC HBA QWST2A
10-Core B2 HP StoreFabric CN1100R 2Port
. 350GB HH/HL HE PCle 708088- IO SATAWIZ S 50D QW990A
s
Xeon E7-8891v2 2 30068 126 578 10K STF 50 NGB 60 SATAWIZ SFF 50550 HP StoreFabric CN1200E 10Gb
8 32Gioe e G4TB FHIHL VE PCle 163640- ErvieA
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B21 T
6-Core
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721456821
241068 MLC G2 PCle ioDrive2
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