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Note: HS = Hot Swap

HP = Hot Plug

NHP = Non Hot Plug

HP ProLiant ML Servers

Powered by Intel

Pentium, Xeon E3-1200 v5

ML10 Gen9 Entry Model

3C 2B 1D

ML10 Gen9 G4400 4GB-U 
NHP 4LFF SATA 300W Entry 

837826-xx1

4A

Powered by Intel

Pentium, Xeon E3-1200 v5

ML10 Gen9 Performance Model

3C 2B 1D

ML10 Gen9 E3-1225v5 8GB-U 
1TB NHP 4LFF SATA 300W 

Perf 837829-xx1

4A

ML30 Gen9 NHP LFFPowered by Intel

Pentium, Core i3, Xeon E3-1200 v5

1C 2A 3D 4B

ML30 Gen9 Non-hot Plug 4LFF 
CTO 823401-B21

ML30 Gen9 NHP LFFPowered by Intel
Pentium, Core i3, Xeon E3-1200 v5

ML30 Gen9 NHP LFFPowered by Intel
Pentium, Core i3, Xeon E3-1200 v5

1C 2A 3D 4B

ML30 Gen9 Hot Plug 4LFF CTO 
823402-B21

1C 2A 3D 4B

ML30 Gen9 Hot Plug 8SFF 
CTO 823403-B21

ML110 Gen9 NHP LFFPowered by Intel
Xeon E5-2600 v4, E5-1600 v3/v4

ProLiant ML110 Gen9 Non-Hot 
Plug 4LFF CTO 776933-B21

ProLiant ML110 Gen9 Hot Plug 
4LFF CTO 776934-B21

ProLiant ML110 Gen9 Hot Plug 
8SFF CTO 776935-B21

ML110 Gen9 SFFPowered by Intel

Xeon E5-2600 v4, E5-1600 v3/v4

ML110 Gen9 LFFPowered by Intel

Xeon E5-2600 v4, E5-1600 v3/v4
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HP ProLiant ML Servers

ML150 Gen9 SFFPowered by Intel

Xeon E5-2600 v3/v4

ML150 Gen9 NHP LFF ML150 Gen9 LFFPowered by Intel

Xeon E5-2600 v3/v4

Powered by Intel

Xeon E5-2600 v3/v4

ProLiant ML150 Gen9 Non-Hot 
Plug 4LFF CTO 767062-B21

ProLiant ML150 Gen9 Hot Plug 
4LFF CTO 767063-B21

ProLiant ML150 Gen9 Hot Plug 
8SFF CTO 767064-B21

ML350 Gen9 Hot Plug 8LFF 
CTO Tower 754537-B21

ML350 Gen9 Hot Plug 8SFF 
CTO Tower 754536-B21

ML350 Gen9 LFFPowered by Intel
Xeon E5-2600 v4, E5-1600 v3/v4

ML350 Gen9 SFFPowered by Intel
Xeon E5-2600 v4, E5-1600 v3/v4


