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ProLiant MicroServer Gen8 Server
- Pre-configured Models

Entry Model

712317-xx1

MicroServerGen8 Celeron G1610T (2.3GHz/5GT/2C/2MB) 1P,
2GB-U, B120i, 4LFF, 150W PS

Base Model

712318-xx1

MicroServerGen8 Pentium G2020T (2.5GHz/5GT/2C/3MB) 1P,
2GB-U, B120i, 4LFF, 150W PS

F9A40A (EMEA only)

MicroServerGen8 Xeon E3-1220Lv2(2.3GHz/5GT/2C/3MB) 1P,
8GB-U, B120i, 4LFF, 150W PS

GOM45A (EMEA only)

MicroServerGen8 Xeon E3-1220Lv2(2.3GHz/5GT/2C/3MB) 1P,
4GB-U, B120i, 4LFF, DVD-RW, 150W PS

Country Code Key

-001 us -201 Brazil
-291 Japan -371 AP
-421 Euro -AA1 PRC

This Visual Solution Document is deemed to be
valid and accurate as of the date shown below.

The information contained herein is subject to change without notice
and is provided “as is” without warranty of any kind. Please consult the
Product QuickSpecs Documents on www.hp.com for any updates to the
product information contained herein after the date shown below.
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