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NOTICE:

Disconnect all interior cables
before pull out the tray

Up to 4 Non-hot Plug
LFF SATA HDD

Intel Xeon/Pentium/Celeron 
Dual Core CPUs
2.3GHz to 2.5GHz

Memory expandable
to 16GB

Networking

HP NC112T PCI-E Gig 
503746-B21

Security

TPM 488069-B21

ProLiant MicroServer Gen8

1A

2B

Hard Drive

NHP SATA LFF

Memory

UDIMM

Storage

Controller

SmartArray P222/512 
FBWC 631667-B21

ProLiant MicroServer Gen8 Server
- Pre-configured Models

Entry Model

712317-xx1

MicroServerGen8 Celeron G1610T (2.3GHz/5GT/2C/2MB) 1P,

2GB-U, B120i, 4LFF, 150W PS

Base Model

712318-xx1

MicroServerGen8 Pentium G2020T (2.5GHz/5GT/2C/3MB) 1P,

2GB-U, B120i, 4LFF, 150W PS

F9A40A  (EMEA only)

MicroServerGen8 Xeon E3-1220Lv2(2.3GHz/5GT/2C/3MB) 1P,

8GB-U, B120i, 4LFF, 150W PS

G0M45A  (EMEA only)

MicroServerGen8 Xeon E3-1220Lv2(2.3GHz/5GT/2C/3MB) 1P,

4GB-U, B120i, 4LFF, DVD-RW, 150W PS

Country Code Key

-001 US -201 Brazil

-291 Japan -371 AP

-421 Euro -AA1 PRC

CPU

DualCore

Pentium G2020T 2C 

2.5GHz 3MB 35W

Celeron G1610T 2C 

2.3GHz 2MB 35W

Xeon E3-1220Lv2 2C 

2.3GHz 3MB 17W

Removable

Optical Dirve
9.5mm SATA DVD-RW 

652241-B21


