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ProLiant SL4545 G7 Server
- Configuration Information

1 Node Configuration (1x60 Model)

663600-B21 SL454x 1x Node Chassis

664646-B21 SL4545 G7 Tray 1x Node Server

Standard 5 dual fan modules,

2 SFF drive slots,

60 LFF drive slots,

One node total

2 Node Configuration (2x25 Model)

663600-B22 SL454x 2x Node Chassis

664646-B22 SL4545 G7 Tray 2x Node Server

Standard 5 dual fan modules,

4 SFF drive slots with 2 per node,

50 LFF drive slots with 25 per node,

Two nodes total

3 Node Configuration (3x15 Model)

663600-B23 SL454x 3x Node Chassis

664646-B23 SL4545 G7 Tray 3x Node Server

Standard 5 dual fan modules,

6 SFF drive slots with 2 per node,

45 LFF drive slots with 15 per node,

Three nodes total
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ProLiant SL4545 G7 Server
- Components

1200W CS HE Platinum 
Plus PS 656364-B21

750W CS HE Platinum 
Plus PS 656363-B21

Power Supply

750W CS HE Gold PS 
512327-B21

I/O Accelerator
785GB MLC G2 PCIe ioDrive2 

673644-B21

365GB MLC G2 PCIe ioDrive2 
673642-B21

CPU
8-Core

6-Core

Mezz to PCI

Memory

RDIMM

ULVDIMM

1.4TB HH/HL ME PCIe 
729307-B21

700GB HH/HL ME PCIe 
729305-B21

700GB HH/HL HE PCIe 
708090-B21

350GB HH/HL HE PCIe 
708088-B21

Workload Accel.

Networking
HP NC365T PCI-E Quad Gig 

593722-B21

HP Ethernet 10Gb 2Port 
530SFP 652503-B21

HP Ethernet 10Gb 2Port 530T 
656596-B21

HP Ethernet 10Gb 2Port 561T 
716591-B21

HP SAS LFF HDD

Hard Drives

HP SATA

SFF HDD

HP SATA

SFF SSD

HP SATA LFF HDD

HP SATA LFF SSD

1TB 6G SATA 7.2k SFF SC 
MDL HDD 655710-B21

500GB 6G SATA 7.2k SFF 
SC MDL HDD 655708-B21

800GB 6G SATA ME SFF SC EM 
SSD 691868-B21

400GB 6G SATA ME SFF SC EM 
SSD 691866-B21

200GB 6G SATA ME SFF SC EM 
SSD 691864-B21

100GB 6G SATA ME SFF SC EM 
SSD 691862-B21

Storage

Controller

SAS Ctrl.

SCSI HBA

SmartArray P421/1G FBWC 
631673-B21

SA P421/1G FBWC 631673-B21 + 
2GB FBWC 631681-B21

SmartArray P421/2G FBWC 
631674-B21

HP H221 2 x4 Ext Ports SAS 
HBA 650931-B21

FIO Ctrlers

HP SmartArray P420i Mezz. Ctrl. 
FIO 692276-B21


