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CPU Memory

PC2-4200 FBD
DualCore DDR2-533 WECC

|1.66GHz DualCore Proc AH241A 8GB (2x4GB)
L e e ] [ eevearanzton |
7GB (2x2GB)
RAM Pair AD: A

1.6GHz DualCore Proc AH238A |
18MB

1.42GHz DualCore Proc AH240A
1218

1.4GHz DualCore Proc AH237A !
12M8

SingleCore

1.6GHz SingleCore AD392A
[erion core ]12MB.

1.6GHz SingleCore AH236A
e

Removable

Redundancy

AD25A
PowerSupply =

Hard Disk Drive
HP SAS
146GB 10K SAS

k AD333A
72GB 15K SAS Disk
AD379A
72GB 10K SAS Disk
AD141A
36GB 15K SAS Disk
AD378A
36GB 10K SAS Disk
AD140A

Quad-Core or Dual-Core Memory expandable
Itanium CPUs 0 32GB
1.4GHz to 1.66GHz
CPU Memory
‘ CPUO ‘ ‘ PC2-4200 DDR2 Pair 1 ‘ PC2-4200 DDR2 Pair 2 ‘
cPUt ‘ PC2-4200 DDR2 Pair 3 ‘ PC2.4200 DDR2 Paic 4 ‘
HP ZX2
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SmallForm Facor Power Supply CJ

Disk Sit

8 x Hot Plug SFF SAS
Hard Disk Drives

800 W at 90 V to 132 @ AC input
1000 W at 180 V to 264 @ AC input

Mass Storage
HBA

PCI-X 2Channel U320SCSI
AT173A

PCI-X SmartArray P600
337972-B21

512Cache for SA640x and
P600 372538-B21

PCI-X 1Port 4Gbps FC
AD167A

PCI-X 2Port 4Gbps FC
AD168A

PCI-X 1Port 4Gbps FC
AB429A

PCle SmartArray P800
AD335A

AD:

AE!

PCle 2Port 4Gbps Emulex
FC AB003A

PCle 1Port 4Gbps Emulex
FC A8002A

SmartArray P400/256
with BBWC
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Communication

LAN Adapters

2Port 1000TX A9900A
1Port 10GbE SR AD144A

HPIntegrityrx2660 Linux Server Models

Part Number

AH235A #001
AH235A #002
AH235A #002

Description

rx2660 11.60/SC 12M Cache, 2P
rx2660 11.42/DC 12M Cache, 2P
rx2660 11.66/DC 18M Cache, 2P

Office Friendly Server

AH235A #004
AH235A #005
AH235A #006

rx2660 11.60/SC 12M Cache, 2P
rx2660 11.42/DC 12M Cache, 2P
rx2660 11.66/DC 18M Cache, 2P
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The information contained herein is subject to change without notice

and is provided “as is” without warranty of any kind.  Please consult the
Product QuickSpecs Documents on www. or any updates to the
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