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Itanium 1.3GHz/3MB 2Channel U320SCSI
Vemory
Chip Spare ECC rx2620-2 - Windows
PC2100 DDR-SDRAM RAID A9890A
1GB (4x256MB) 2Channel SA5302 U160 Optl Cal
— rx2620 Models
DVD-Rom Drive
RAM AB396A A99198 Part Number  Description
AB331A HP Integrity rx2620 server 1.6GHz/6MB base system.
RAM AB397A q AB332A HP Integrity rx2620 server 1.6GHz/3MB base system.
2Port 2Gbps FC AB232A DVD+RW Drive AB348B|
AB333A HP Integrity rx2620 server 1.3GHz/3MB base system.
RAM AB228A
Hard Drives
e — Redundancy
36GB 15k SCSI Disk
73GB 15k SCSI Disk
AB421A
146GB 10k SCSI
Disk AB422A
300GB 10k SCSI
Disk AB423A
Up to 2 Itanium2
CPUs ;
Memory min - 1 GB
ToGHzsoMs  Memonmax-24GB
1.6GHz/6.0GB
CPU Memory 3.40in.
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This Visual Solution Document is deemed to be
valid and accurate as of the date shown below. ﬁ
The information contained herein is subject to change without notice
and is provided “as is” without warranty of any kind.” Please consult the
Product QuickSpecs Documents on www.hp.com for any updates to the invent
product information contained herein after the date shown below.
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