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Itanium2 1300/3MB Cache
A7159A
Itanium2 1500/6MB Cache
A7158A
Itanium2 1500/4MB Cache
A9731A
Itanium2 1600/6MB Cache
A9732A

HP mx2 Dual A9730A 32MB L4

Memory

Chip Spare ECC
PC2100 DDR-SDRAM

1GB (4x256MB)
RAM A

2GB (4x512ViB)

RAM AG968A
4GB (4x1GB)
RAM AG969A
8GB (4x2GB)
RAM A6970A

16GB (4X4GB)

RAM AB475A

Optional
Memory
Expansion
A9739B

Hard Drives
f_/H

36GB 15k SCSI Disk
AB420A

73GB 15k SCSI Disk
AB421A

146GB 10k SCSI
Disk AB422A

300GB 10k SCsI
Disk AB423A

-

Mass Multi-Function
Storage HBA LAN Adapters Card
— /_/H

2Channel U320SCsI
A7173A
2Channel SA6402 U320
RAID A9890A
4Channel SA6404 U320
RAID A9891A
2Port 2Gbps FC A6826A

|
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1Port 1000TX A6825A

1Port 1000SX A6847A

2Port 1000TX A7012A

2Gb FC and 1000TX
A9782A
2Gb FC and 1000SX
A9784A
2Port 2Gb FC and 2Port
1000TX AB465A
2Port U320 SCSI and 2Port
1000TX AB290A

1Port 100TX A5230A

2Port 1000SX A7011A

2Port 4X Fabric (HA & DB)

Optical

DVD-Rom Drive

A9919B

DVD+RW Drive AB348B|

il

Redundancy
K_H

2 x U320 Low Profile
Hot-Plug Disk Bays

2 nt
PS AGBT4A

Up to 4 Itanium2 CPUs
1.3GHz/3.0MB 1.5GHz/4.0MB
1.5GHz/6.0MB 1.6GHz/3.0MB
1.6GHz/6.0GB 1.1GHz mx2 D

4Port 100TX A5506B

Misc. Cards
/_/H

HP-UX/OpenVMS 2D/3D
Graphics AB551A

AB345A

Memory min - 1 GB
Memory max - 128 GB

U320 Disk Slot
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CPU Memory
CPUO g
CPU 1 Memory Optional O
CPU 2 Carrier Carrier 5
CPU 3 v}
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Chipset HP ZX1
: rx4640
U320 Disk Slot
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4 rx4640 Models

Part Number
AB370B
AB530A
AB531A
AB532A
AB533A
AB370A
AB371A
AB372A
AB373A

Description

HP Integrity rx4640 base system.

HP Integrity rx4640 server 1x1.5GHz/4MB Fast Configuration.

HP Integrity rx4640 server 2x1.5GHz/4MB Fast Configuration.

HP Integrity rx4640 server 1x1.6GHz/6MB Fast Configuration.

HP Integrity rx4640 server 4x1.6GHz/9MB Fast Configuration.

HP Integrity rx4640 base system.

HP Integrity rx4640 server 1x1.3GHz/3MB Fast Configuration.

HP Integrity rx4640 server 2x1.5GHz/6MB Fast Configuration.

HP Integrity rx4640 server 1x1.1GHz/8MB mx2 Fast Configuration.
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This Visual Solution Document is deemed to be
valid and accurate as of the date shown below.

The information contained herein is subject to change without notice
and is provided “as is” without warranty of any kind. Please consult the
Product QuickSpecs Documents on www.hp.com for any updates to the
product information contained herein after the date shown below.
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