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Itanium2 1300/3MB Cache
A7159A
Itanium2 1500/6MB Cache
A7158A
Itanium2 1500/4MB Cache
A9731A
Itanium2 1600/6MB Cache
A9732A

HP mx2 Dual A9730A 32MB L4

Memory

Chip Spare ECC
PC2100 DDR-SDRAM

1GB (4x256MB)
RAM A

2GB (4x512ViB)

RAM AG968A
4GB (4x1GB)
RAM AG969A
8GB (4x2GB)
RAM A6970A

16GB (4X4GB)

RAM AB475A

Optional
Memory
Expansion
A9739B

Hard Drives
f_/H

36GB 15k SCSI Disk
AB420A

73GB 15k SCSI Disk
AB421A

146GB 10k SCSI
Disk AB422A

300GB 10k SCsI
Disk AB423A

-

Mass

Storage HBA LAN Adapters

2Channel SA6402 U320

8-Port SA-P600 SAS RAID

2Port 2Gbps FC A6826A

ELALY

1Channel U160SCSI
A7059A 4Port 100TX A5506B
2Channel U160SCSI
A7060A 2Port 1000SX A9899A
2Channel U320SCsI

A7173A 2Port 1000TX A9900A

RAID A9890A 1Port 1000TX A7061A

337972-B21 1Port 1000SX A7073A

1Port 2Gbps FC A7538A

1Port 10GigE SR Fibre
AD144A

L

H 4Port 1000BT 1-10GigE
Optical AoLioh

DVD-Rom Drive
A9919B

DVD+RW Drive AB348B|

il

Redundancy
K_H

2 x U320 Low Profile
Hot-Plug Disk Bays

2 nt
PS AGBT4A

Up to 4 Itanium2 CPUs
1.3GHz/3.0MB 1.5GHz/4.0MB Memory min - 1 GB
1.5GHz/6.0MB 1.6GHz/3.0MB Memory max - 128 GB
1.6GHz/6.0GB 1.1GHz mx2 D

CPU Memory
CPU 0O g
CPU 1 Memory Optional O
[ cpuz | Carrier Carrier 5
| cpus | O
L | &
Chipset HP ZX1
, rx4640
U320 Disk Slot MP Local =
3 4 5 6 |

Serial

Remote —|

7 8
U320 Disk Slot 5 ‘ ==
8 = (= = = 2 3 Support LAN [ ]
SRR sxue B
Sl hll vl vl|o|lw||o]|l o 2D Video =
ZllolelellellQllz|lz
SHzlzizlcI 818
Lo x| x| x| x| =] o
g D (2] (2] (o2} x X PSO
’ TN T &l|@] | ps1 o
o W w

rx4640-8 - Linux

4 rx4640 Models h
Part Number  Description
AB370B HP Integrity rx4640 base system.
AB530A HP Integrity rx4640 server 1x1.5GHz/4MB Fast Configuration.
AB531A HP Integrity rx4640 server 2x1.5GHz/4MB Fast Configuration.
AB532A HP Integrity rx4640 server 1x1.6GHz/6MB Fast Configuration.
AB533A HP Integrity rx4640 server 4x1.6GHz/9MB Fast Configuration.
AB370A HP Integrity rx4640 base system.
AB371A HP Integrity rx4640 server 1x1.3GHz/3MB Fast Configuration.
AB372A HP Integrity rx4640 server 2x1.5GHz/6MB Fast Configuration.
AB373A HP Integrity rx4640 server 1x1.1GHz/8MB mx2 Fast Configuration.
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